
GOLDBERG BROTHERS, INC. 
Wagon Wheel Horseshoe Hanger - Installation Instructions 

Wagon wheel hangers (2) 
Track stops (2)

T-guide (1)
T-guide screws (2)

Included Hardware 
carriage bolts ( 6) 
Lock washers (4) 

Washers (6) 
Hex lag bolts (6) 

Spacers (6)

Hex nuts (4) 
Felt Pads (2) 

½" Extensions ½" or 1¼" 
Extensions 

DOOR 

WALL 

Premium hardware set 
installed with no c:asing, 

base or other trfm. 

Premium hardware set Ins ta lied on 
track trim boilrd thilt is equal to or 

thlcke r than casing. base, or other trfm. 

Door Prep and Hanger Installation 

At 3"and 9" from both sides of the top half of the 
door, measure down 1¼" and drill¼" pilot holes 
followed by ¼" holes. 6" from both sides of the 
top half of the door, measure down 4½" and drill 
¼". 
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Premium hardware set+ Mi'" 

extension kit installed where c:asin1, 
base, or other trim Is up to :K" thick. 

Using the carriage 
bolts, hex nuts 

and lock washers, 
attach the wagon 
wheel hangers to 

the door as shown 
in the diagram. 

Note: The 
hanger support 

, brackets should
� : be fastened to the 

� : top of the door 

, .

using the 
provided screws. 
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Stay: 

tu. each end of  the track, 

place one felt pad strip 

on top of the track, 1¼" 

In from the track stop as 

shown. 

¾" 2" TRACK 

Bumper: 

For each hanger, place 

one felt pad strip on the 

track stop or the edge of 

the hanger as shown. 
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In the closed 
position, the door 
should overlap the 
wall a minimum of 
¼" at the top and a 
minimum of½" on 

both sides. 

The edge of the 
door should align 

with the end of the 
track. 

Premium hardware set+ �H 
or 1KH 

extension kit installed where c:asin11, 
base, or other trtm Is up to MH

. 

T-guide Installation

Using the T-gufde screws, attach the T-guide to the floor 
by aligning the edge of the guide with the edge of the 

finished opening as shown above . 

Plumb the door before fastening door guide to floor. 

DOR 

WALL 

¼" 

-�--
11 ¾" 

½" 1 
r n'---,

re---FI_N_IS_H_ED_FLO_O_R_, 

Goldbef& 8rothers barn door trad: and h.triiNare sets c.ome with a one-year manufacturer's 
Wll'�l'V for ditfltdll4 � und« 4'04'mal lnsta.llatlon and \ISt>. waminty I!, subJ,ect to ,e,palt 
Of ,ft)fat:tnttl"lt of dtltetNt compol"MNttSa t  mal\UkturtW's discretion and dOitS not lndudt 

install.aaionCDst:s. 

Goldb«a 8rothfl'J doH not wa,nnt th1 loss of Snbh at points W'hf11'1 rollMls In contact with 
b'ac.t. Goldberg 8am Track Is sckl as a rustic finbhed har(M'are and Goldberg does not 
WMTant the impetfections seen through the finish In the steel parts. It t5 part of the look. 

\'Vith the �eepdon of O\tt Slail'IAMS st•� pro�eu. Goldbf.f-e 8tod\et$ doM l'IOt wamtn lf'ltf 
p,oducts Install� and used outdoon or Ml ere they are eicposed to weather, rurv1ing water 
Of water condensation. Under these conditions,. rust and olhff damage will n.at11al� ow.r. 

This warranty does not Ind.Ide loss of defects caused by elements out:skle the control o f  
Goldberg Brothers, Inc., suc.h as natural disasters, weather, fire, water leakage, abuse, 
lm.pt(lt:)lllt' lnstaN111don, or a.ny1h"'a • dffM.td out of tt.e conttol of Goldbe(s Brothers, lne. 



Track Installation 

½" 
Track Centerline 
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Mark the centerline* of the 
track on the wall using a level. 

*The centerline of the track is 
represented as the door
height (DH)+ 1%" above

finished floor. 

At each of the track 
connecting points, drill¼" 

pilot holes followed 
by ¾" holes. 

FINISHED FLOOR 

Using the same 
method, connect 
the opposite end 
of the track to 
the wall as 
shown. 

Wall Extension Bolts Set 
Includes 6 fag bolts and 6 waif spacers 

1%nDoor l¾n Door 

¼,, Extension Part#60013E-* Part #60013EX-* 
¼,, Extension Part #60014E-* Part #60014EX-* 
1¼,, Extension Part #60015E-* Part #60015EX-* 

2¼"Door 

Part #60013EXX-* 
Part #60014EXX-* 
Part #60015EXX-* 

remaining hex lag 
bolts, spacers and 
washers, finish 
attaching the track 
at the remaining 
connecting points. 

Using a hex lag bolt, track 
stop, spacer and washer, 
connect one end of the 
track to the wall using the 
pre-drilled hole closest to 
the opening as shown in 
the diagram. 

bottom of the 
track on both 

sides. 

Optional Accessories 

Track Connecting Plate Door Guide "U" 

Includes 2 "U" guides, 2 wood screws 
and 1 felt pad 

NOTE: 
The end of the track 

should extend a minimum 
of ½" past the door 

opening as noted above. 

Lift the door and 
hang it from the track. 

Sidewall Guide Bracket 
1 each Includes 1 bracket, 

�:�� 

lset 
G Part#6001U-' 

�9
NOTE: Use the provided G 
T-guide screws for U-guide 
installation. 

4 machine screws, 4 nuts and 1 felt pad Part#6001SW-* 
NOTE: Use the 
provided T-guide 
screws/or 
sidewall guide installation. u �o

,:t
op 

I Includes 2 Soft Stop mechanisms, 
2 triggers and 4 wood screws Part #6001SOFT11 (4'-7' track) Part #6001SOFT17 (8' + track) 

* Indicates that the related part is available in various colors. 

Goldberg Brothers, Inc. 
10488 W Centennial Rd, Suite 100 
Littleton, CO 80127 
(303) 321-1099 
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